
Serie 800 H = 88,2 2FH 125,7 3FH 163,2 4FH 200,7 5FH

D=42,5 W= 80 cm 47400 47401 47402 47403 47404 47405

W=100 cm 47412 47413 47414 47415 47416 47417

W=120 cm 47424 47425 47426 47427 47430 47431 47432

D=50,0 W= 80 cm 47406 47407 47408 47409 47410 47411

W=100 cm 47418 47419 47420 47421 47422 47423

W=120 cm 47433 47434 47435 47436 47437 47438 47439

D=58,0 W= 80 cm 47500 47501 47502 47503 47504 47505 47506 47507 47508 47509 47510 47511

W=100 cm 47512 47513 47514 47515 47516 47517 47518 47519 47520 47521 47522 47523

W=120 cm 47524 47525 47526 47527 47530 47531 47532 47533 47534 47535 47537 47538 47539

Adjustable shelf inserts 1 2 2 6 2 4 4 3 6 6 4 8 8

Locks / CP, CPsb 1 / - 2 / CP 1 / CPsb 1 / CPsb 1 / - 2 / CP 1 / CPsb 1 / - 2 / CP 1 / CPsb 1 / - 1 / CP 1 / CPsb
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Serie 800-Mobil
Mobile swing-door cabinets.
Mobile element cabinet (see table for details) in 2, 3, 4 and 5 height units and 3 fixed depths. The cabinets are suitable
for a maximum additional load of 75 kg/sqm and some of them are equipped with counterweights to provide the necessary
stability. Lockable 75-mm design castors ensure safe mobility.
Type: Swing-door cabinet, some with central panel (CPsb) flush with the body or set-back for the horizontal subdivision of
the body. With visible back panel fixed in groove.
Front consisting of 2 separately closing single swing doors or a double swing door (CPsb) with bow handles, inset handles or
lever handles.
Locking system with cylinder or turn knob locks as standard.
Internal equipment consisting of shelf inserts.
The following material groups are available to choose from: Body and bases made of chipboard: L6; Front made of
chipboard: L3; Front veneered: F1.


